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VOGEL monoblock workshop
caliper DIN 862 with 300 mm
precision adjustment

Brand: Vogel

Reference: TUR 200533-1

Vogel 200533-1 monoblock workshop caliper, compliant
with DIN 862. Made of hardened stainless steel, with
satin chrome-plated scale and vernier. Includes ground
jaws and compensated jaws for internal measurements.
Guaranteed accuracy in ranges from 0 to 600 mm.

  View product online 

Description

The Vogel-200533-1 Monoblock Workshop Caliper, compliant with DIN 862, is a high-precision
measuring tool designed to meet the demands of the modern workshop. Made of hardened stainless
steel, this caliper offers exceptional durability and corrosion resistance. Its scale and vernier have a
satin chrome finish, with a laser-engraved scale that ensures a clear and accurate reading. The jaws are
finely ground, allowing for precise measurements, while the offset jaws facilitate internal
measurements. This model is available with or without fine adjustment and features a locking screw that
ensures stability during use. The monobloc vernier caliper provides a robust and reliable structure, ideal
for industrial and workshop applications.

Standard: DIN 862
Material: Hardened stainless steel
Finish: Satin chrome
Scale: Laser engraved
Jaws: Finely ground
Jaws: Compensated for internal measurements
Fine adjustment: Optional
Fixing screw: Included
Vernier caliper: Monobloc
Measuring range: 0 – 600 mm R mm step, and

Specifications
High 0,00
Width 0,00
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EAN 4010873205910
Manufacturer Vogel
Weight (kg) 0,0000
Depth 0,00

This document is based on the product page published in our store and is provided for information only. It is not
contractual. It may contain errors or omissions and does not replace the manufacturer datasheet.

If you have any questions, contact our support team
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